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problem caused by the following reasons.
-Problems caused by users disassembling product arbitrarily or not
properly maintaining it.
-Problems arising from incorrect transportation and storage.
-Problems arising from use beyond the rated parameters of the
product.
-Problems arising from incorrect installation.
-Problems caused by fire, earthquake, storm, flood, lightning and other
natural or man-made disasters such as riots, wars, radiation, etc.

Sign for restricted use of harmful substances in electronic and electrical 
products :

1. The sign indicates that the environmental protection period of
electronic and electrical products is 10 years;
2. It indicates that the electronic and electrical products contain some
harmful substances, which can be used safely within the environmental
protection period. They should be entered the recycling system after
exceeding the environmental protection period.

expressly approved by the party responsible for compliance may not 
allow the user to operate the equipment.

Note: This equipment has been tested and found to comply with the 
limits for Class A digital devices in accordance with Part 15 of the FCC 
Rules.    

These restrictions are intended to provide reasonable protection 
against harmful interference with residential facilities. This equipment 
generates, uses and radiates radio frequency energy, if not installed 
and used in accordance with the instructions, may cause harmful 
interference with radio communications. However, there is no 
guarantee that interference will not occur in a particular installation. If 
the equipment does cause harmful interference to radio or television 
reception which can be determined by turning the equipment off and 
on, users are encouraged to try to correct the interference by one or 
more of the following measures:    

- Adjust and relocate the receiving antenna.
- Strengthen separation between device and receiver.
- Connect the equipment to a socket with a different circuit from that to
which the receiver is connected.
- Ask for help from the dealer or an experienced radio/TV technician.

Special statement:
If you need repair or modify the product, please contact our company 
in advance.

Warranty period:

In principle, the warranty period of the product is based on the warranty 
period stated on the quotation.
During the warranty period, our company will not guarantee any 
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Chapter 1 LED Cabinet

LED cabinet contains the cabinet part and module part. 

1.1 Cabinet Structure

The ONUBIS series cabinet features die-cast aluminum integrated 
molding, offering lightweight construction, excellent heat dissipation, 
and an ultra-thin profile. Crafted through CNC precision machining, it 
boasts higher precision compared to traditional cabinets.

The ONUBIS Indoor COB series presents a range of medium and 
high-end indoor fixed products with fine pixel pitch, suitable for diverse 
applications including monitoring, broadcasting, conferences, 
commercial displays, education, and other group activities. Each single 
cabinet measures 600 x 337.5mm, allowing for easy achievement of a 
16:9 golden ratio screen cabinet installation. These cabinets feature 
flat die-casting aluminum construction, boasting a fashionable and 
simple appearance. With a fanless design, they offer uniform light, low 
power consumption, high contrast ratio, excellent stability, silent 
operation, and effective thermal conductivity.

Two pixel pitch options are available: COB flip (P0.9/1.25/1.56) and 
IMD (P0.9/1.25/1.56), catering to diverse customer needs and ensuring 
the best visual effects.

To ensure proper usage and obtain your approval, detailed installation 
and usage procedures, as well as product precautions, will be 
provided. Please carefully review these instructions before installing 
and configuring the display screen.

A friendly reminder: Unless otherwise specified, the operation method 
for all models within this series follows the instructions outlined in this 
manual.

Cabinet dimensions
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Chapter 2 LED Screen Installation
2.1 Installation Specification

2.2 Front Maintenance Fixed Installation

This product is intended for indoor use only; avoid installation in semi-
outdoor or outdoor environments to protect against rain, sunlight, and 
dust exposure.
It is recommended to utilize aluminum profiles (excluding edges 
mentioned in these installation instructions) to enhance installation 
precision, minimize physical errors, and ensure proper alignment both 
horizontally and vertically.
Prior to installation, gather all necessary materials and tools (such as 
wrenches, connectors, screws, nuts, etc.) to facilitate a smooth 
installation process.
Grounding cables must be connected to both the screen and the 
structure to prevent the risk of electric shock.
When installing a lamp PCB, utilize a magnetic tool, wear rubber 
gloves, and handle the panel vertically. Exercise caution around the 
edges and other protrusions on the light board.
Upon completion of installation, clean the screen surface using clean 
water and a dust-free cloth; refrain from using any other solvents.

Vacuum suction cups

Lifting locks Connecting 
plate+Metric screw

Expansion screw/Self 
drilling screws(optional)

Gradienter M5 hex wrench

Wall mount bracket

Dimensions of cabinet mounting holes
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As depicted in the installation diagram of the shelf: Follow the 
sequence Order(1): Begin by fixing the first horizontal bar at the 
bottom. Use a level to ensure it is horizontally aligned in the XY 
direction. Once leveled, secure it by punching an expansion screw/drill 
tail screw, fine-tune as necessary, and then proceed to punch the 
remaining two screws. Follow Order(2): After securing the first 
horizontal bar, affix the second horizontal bar using the vertical bar. 
Align the positioning column on the vertical bar with the positioning 
hole on the horizontal bar, then fasten using the PF screw on the 
vertical bar. If continuing upward with the left and right screens, repeat 
this operation method accordingly.

As illustrated below (frame installation diagram): The design of the 
screen structure drawing must adhere strictly to the cabinet 
dimensions. It is recommended to utilize aluminum profiles as support 
material. Employ X/Y/Z axis measurements to verify the horizontal and 
vertical alignment of the support structure, ensuring no elevation 
irregularities occur and that any bracket installation errors are kept 
within a deviation of ±1mm to maintain installation accuracy. This 
installation guide is demonstrated using front maintenance installation 
as a reference.

The installation shelf can accommodate hanging 2 boxes horizontally 
and connecting 3 boxes vertically. Below outlines the process for 
constructing cabinets in a 2x3 arrangement.

Cross-bar Fixed hole position for 
Expansion screw/Self 
drilling screws

Schematic diagram of mounting rack installation

Vertical bar

PF Screw Safety pin hole position

Fixed hole 
position of 
cabinet

The second cross bar 
is fixed by positioning 
of two vertical bars

Expansion screw
screws are used to fix 
the 1.2m cross bar

Load bearing wall/
bearing beam

Fix the first cross bar
Line up the level along the edge of the 
shelf in the XY direction by gradienter
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Shelf 2

Metal cabinet

Cross bar Cabinet

③ Safety pin

Load bearing wall/bearing beam

Fix by PF screw

Gradienter to find the horizontal line

Shelf 3

Shelf 1

Assembly Shelf Schematic Diagram

As illustrated in the cabinet installation diagram 1: Begin by connecting 
the left and right sides of the cabinet, then hang it onto the mounting 
rack, and secure it using connecting pieces and KM 4*8 screws.

Order 1: Secure the left and right connections using hoisting locks, 
connecting the cabinets clockwise. Once connected, hang them onto 
the mounting shelf to ensure a secure fit. Finally, insert a safety pin 
from inside the cabinet to the crossbar to prevent the cabinet from 
dislodging under external forces, ensuring safety. Only the bottom row 
of bars requires insertion into the safety pins; the remaining rows do 
not (refer to installation diagrams A and C).

Order 2: Connect the left and right cabinets using connecting pieces 
(refer to Diagram B).

1. Align the box and thread it through the gourd hole on the horizontal 

bar.

2. Lower it smoothly to securely hang the box in place.

3. After wall-mounting the box, insert the safety pin to prevent it from 

dislodging. (Safety pins are only necessary for the bottom row; the 

rest do not require them.)

① ②

①
②
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Connection strap

4PC Metric M4*8 
screws, 4PC for 1

Hoisting lock

Load bearing wall/bearing beam
Cabinets

Cabinet installation diagram b

Cabinet installation diagram c

Cabinet installation diagram 1

As depicted in cabinet installation diagram 2: Once the two cabinets at 
the bottom are installed, proceed to install the second cabinet on the 
upper base following the instructions in cabinet installation diagram 1.

Order 1: After erecting the base, secure the upper and lower cabinets 
with the upper and lower lifting locks. Refer to cabinet installation 
diagram C for guidance.

Order 2: Connect the upper and lower cabinets using connecting 
pieces as shown in cabinet installation diagram B.

① ②
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Chapter 3 Frequently Asked Questions

3.1 Software Questions

1. If the software prompts connection interruption, inability to 
detect the control card upon startup, or displays a non-adjustable gray 
interface without the main controlling icon in the LED control equipment 
list, follow these solutions:

a. Try changing the USB cable.

b. Verify equipment connections in the equipment manager.

c. Ensure the computer is free from viruses.

d. If it involves the internal sending card, it could be due to loose slots, 
damaged PCI, or foreign interference. Reinsert the sending card or 
clean the PCI interface using rubber.

2. If the indicator light of the output port of the sending card is not 
illuminated, consider these solutions:

a. Confirm whether the relevant control software has been installed. If 
not, ensure successful installation.

b. Check if the FPD (Flat Panel Display) of the graphics card is 
disabled. If so, right-click "My Computer" on the desktop, navigate to 
Properties → Settings → Advanced → Display → FPD.

As illustrated in Cabinet Installation Diagram 3: Repeat the previous 
two steps to finalize the installation of the full screen.

As depicted above, the installation shelf is arranged in a 2x3 
configuration, consisting of 2 horizontal cabinets and 3 vertical 
cabinets. The horizontal rod comes in two lengths: 1.2 meters and 1.8 
meters, allowing for placement of 2 or 3 cabinets horizontally. Similarly, 
the vertical rod is available in two lengths: 1.013 meters and 0.675 
meters, accommodating 3 or 2 cabinets vertically. If the length of the 
crossbar is extended to 1.8 meters, a 3x3 cabinet configuration can be 
assembled.

Load bearing wall/bearing beam Cabinets
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